Circulation Heaters

Stainless Steel Heater Listings

The Series HX-350 (12 W/In?), HX-357 (20 W/In?) and HX-358 (50 W/In?) Heatrex circulation heaters are designed for heating mildly corrosive

liquids or pure water solutions. This design may also be used for heating gases or liquids to high temperatures with optional thermostat and

high temperature construction described in the Special Features section. These high quality Stainless Steel Heaters include the following stan-

dard features:

e Incoloy sheathed .475” diameter heating
elements

Pad Mounting Bracket Mounting

Mounting
o Insulat.ed 394 stainless steel vessel with a — Outlet Box Bracket 1 rOutIet Box
galvanized jacket — -7
* NEMA Type 1 terminal enclosure /Thermostat T ?}“et
e Built-on thermostat, 60-250° F range I Thermostat [©
¢ Choice of mounting brackets or mounting pads T _‘V
e Flange hea_ters have Class 150 stainless steel A Mounting M . A
flanges which meet ANSI B16.5 standards MC_>-p.ds
* Rated 160 psi at 250° F o) J
e Optional 316 stainless steel construction A
e Optional passivation F
A R Inlet 1
Number Of Catalog Number** Dimensions (Inches) Weight
W | “elements [“2a0v/1phase | 240u/3Phase | 480V/3 Phase A | o8 [ ome [ ke [ m | ()
3” PIPE THREAD CONSTRUCTION, INCOLOY ELEMENTS, 12 W/IN?
3 3 HX-3503A003)01* | HX-3503A003K01* | HX-3503A003U01 | 46-1/4 34-1/2 26-1/2 4-1/8 42-1/4 70
6 3 HX-3503A006J01* | HX-3503A006K01* | HX-3503A006U01 | 68-3/4 57 51 4-1/8 64-3/4 91
5” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 12 W/IN?
9 9 HX-3504A009J01* | HX-3504A009K01* | HX-3504A009U01 43-1/2 30 25 4-3/4 38-7/8 120
18 9 HX-3504A018J03 | HX-3504A018K01 | HX-3504A018U01 70 56-1/2 25 18-1/4 65-3/8 164
8” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 12 W/IN?
24 24 HX-3505A024J04 | HX-3505A024K02 | HX-3505A024U01 53-3/8 34-1/2 31 8-3/4 47-1/2 265
36 18 HX-3505A036K02 | HX-3505A036U01 75-5/8 56-7/8 53-5/16 8-3/4 69-3/4 314
43 24 HX-3505A048K04 | HX-3505A048U02 75-5/8 56-7/8 53-5/16 8-3/4 69-3/4 334
54 18 HX-3505A054K03 | HX-3505A054U02 | 103-3/8 84-1/2 81 8-3/4 97-1/2 391
72 24 HX-3505A072K04 | HX-3505A072U02 | 103-3/8 84-1/2 81 8-3/4 97-1/2 420
12" -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 12 W/IN?
80 45 HX-3507N080KO05 | HX-3507N080U03 84 60 - - 78-9/16 748
100 45 HX-3507N100U03 9% 70 - - 88-9/16 803
120 48 HX-3507N120U04 94 70 - - 88-9/16 815
135 43 HX-3507N135U04 104 80 - - 98-9/16 870
16” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 12 W/IN?
150 72 HX-3508N150U04 | 83-1/2 58 — - 77-7/8 1012
175 72 HX-3508N175U06 | 93-1/2 68 — - 87-7/8 1173
195 72 HX-3508N195U06 | 101-1/2 76 — - 95-7/8 1277
3 -1/2” PIPE THREAD CONSTRUCTION, INCOLOY ELEMENTS, 20 W/IN?
3.75 3 HX-3573A004J01* | HX-3573A004K01* | HX-3573A004U01 34-1/4 22-1/2 16-1/2 4-1/8 30-1/4 59
6 3 HX-3573A006J01* | HX-3573A006K01* | HX-3573A006U01 46-1/4 34-1/2 26-1/2 4-1/8 42-1/4 70
7.5 3 HX-3573A008J01* | HX-3573A008K01* | HX-3573A008U01 56-3/4 45 39 4-1/8 52-3/4 80
12 3 HX-3573A012J03 | HX-3573A012K01* | HX-3573A012U01 79-3/4 68 62 4-1/8 75-3/4 101

* Indicates factory wired, built-on load carrying thermostat. All other built-on thermostats are pilot duty only. Last two digits of catalog number indicate number
of heater circuits.
** If any special features are added to a standard heater, the part number will change to a HX-350-Series number. This part number is assigned after an order is placed.
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Circulation

W Number Of Catalog Number** Dimensions (Inches) Weight
Elements | 240V/1Phase | 240V/3Phase | 480V/3 Phase A | 8 | m | M (Lbs.)
5” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 20 W/IN
13.5 9 HX-3574A014J03 | HX-3574A014K01 | HX-3574A014U01 43-1/2 30 25 4-3/4 38-7/8 120
18 9 HX-3574A018J03 | HX-3574A018K01 | HX-3574A018U01 50-1/2 37 25 9 45-7/8 132
24 6 HX-3574A024)03 | HX-3574A024K02 | HX-3574A024U01 81-1/2 68 25 24 76-7/8 172
36 9 HX-3574A036K03 | HX-3574A036U01 81-1/2 68 25 24 76-7/8 183
8” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 20 W/IN?
45 18 HX-3575A045K03 | HX-3575A045U02 66-1/8 47-3/8 43-13/16 | 8-3/4 60-1/4 288
54 18 HX-3575A054K03 | HX-3575A054U02 69-3/8 50-1/2 47 8-3/4 63-1/2 296
72 18 HX-3575A072K06 | HX-3575A072U02 86-3/8 67-1/2 64 8-3/4 80-1/2 344
96 24 HX-3575A096K08 | HX-3575A096U04 | 86-3/8 67-1/2 64 8-3/4 80-1/2 367
10” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 20 W/IN?
80 30 HX-3576N080K05 | HX-3576N080U05 77 52 48-1/2 10-3/4 71-5/8 483
90 30 HX-3576N090K05 | HX-3576N090U05 81 56 52-1/2 10-3/4 75-5/8 500
100 30 HX-3576N100K10 | HX-3576N100U05 87 62 58-1/2 10-3/4 81-5/8 524
120 30 HX-3576N120K10 | HX-3576N120U05 97 72 68-1/2 10-3/4 91-5/8 564
140 30 HX-3576N140K10 | HX-3576N140U05 105 80 76-1/2 10-3/4 99-5/8 597
12” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 20 W/IN?
125 45 HX-3577N125U05 74 50 - - 68-9/16 695
150 45 HX-3577N150U05 84 60 — - 78-9/16 748
175 45 HX-3577N175U05 94 70 — — 88-9/16 803
200 42 HX-3577N200U07 104 80 — — 98-9/16 843
16” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 20 W/IN?
250 72 HX-3578N250U08 83-1/2 58 — — 77-7/8 1012
300 72 HX-3578N300U08 93-1/2 68 — — 87-7/8 1173
325 72 HX-3578N325U12 | 101-1/2 76 — — 95-7/8 1277
2-1/2” PIPE THREAD CONSTRUCTION, INCOLOY ELEMENTS, 50 W/IN2
3 3 HX-3582A003J01* | HX-3582A003K01* 21-1/4 9-3/8 — - 18-1/2 27
4.5 3 HX-3582A005J01* | HX-3582A005K01* | HX-3582A005U01 21-1/4 9-3/8 — — 18-1/2 27
6 3 HX-3582A006J01* | HX-3582A006K01* | HX-3582A006U01 34-3/8 22-1/2 16-1/2 5-5/8 31-5/8 35
7.5 3 HX-3582A008J01* | HX-3582A008K01* | HX-3582A008U01 34-3/8 22-1/2 16-1/2 5-5/8 31-5/8 36
9 3 HX-3582A009J01* | HX-3582A009K01* | HX-3582A009U01 34-3/8 22-1/2 16-1/2 5-5/8 31-5/8 36
3” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 50 W/IN?
6 3 HX-3583A006J01* | HX-3583A006K01* | HX-3583A006U01 34-1/4 22-1/2 16-1/2 4-1/8 30-1/4 58
9 3 HX-3583A009J01* | HX-3583A009K01* | HX-3583A009U01 34-1/4 22-1/2 16-1/2 4-1/8 30-1/4 59
12 3 HX-3583A012J03 | HX-3583A012K01* | HX-3583A012U01 46-1/4 34-1/2 26-1/2 4-1/8 42-1/4 70
15 3 HX-3583A015J03 | HX-3583A015K01 | HX-3583A015U01 56-3/4 45 39 4-1/8 52-3/4 78
18 3 HX-3583A018J03 | HX-3583A018K01 | HX-3583A018U01 56-3/4 45 39 4-1/8 52-3/4 80
5” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 50 W/IN?
24 6 HX-3584A024)03 | HX-3584A024K02 | HX-3584A024U01 43-1/2 30 25 4-3/4 38-7/8 114
30 6 HX-3584A030K02 | HX-3584A030U01 50-1/2 37 25 9 45-7/8 125
a5 9 HX-3584A045K03 | HX-3584A045U03 | 50-1/2 37 25 9 45-7/8 | 132
63 9 HX-3584A063U03 62 48-1/2 25 14 57-3/8 150
8” -150 LB. FLANGE CONSTRUCTION, INCOLOY ELEMENTS, 50 W/IN?
72 18 HX-3585A072K06 | HX-3585A072U02 53-3/8 34-1/2 31 8-3/4 47-1/)2 245
96 24 HX-3585A096K08 | HX-3585A096U04 53-3/8 34-1/2 31 8-3/4 47-1/2 255
126 18 HX-3585A126U06 66-1/8 47-3/8 | 43-13/16 | 8-3/4 60-1/4 288
144 18 HX-3585A144U06 75-5/8 56-7/8 53-5/16 8-3/4 69-3/4 311
180 18 HX-3585A180U06 86-3/8 67-1/2 64 8-3/4 80-1/2 244
240 24 HX-3585A240U08 86-3/8 67-1/2 64 8-3/4 80-1/2 367

* Indicates factory wired, built-on load carrying thermostat. All other built-on thermostats are pilot duty only. Last two digits of catalog number indicate number
of heater circuits.

** |f any special features are added to a standard heater, the part number will change to a HX-350-Series number. This part number is assigned after an order is placed.
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