
Mounting Hole Details – Mounting hole patterns depend on heater C and H dimensions.  Mounting holes are 9/32” diameter, cen-
tered 3/8” from the outside edge of the plate.
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Heaters are rated at 480 volts, 3 phase.
All 1200° F heaters come with 4” of insulation below flange.
* On this item the C dimension is 14 inches for open coil.

1200° F Maximum Outlet Air Temperature
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NumberCHW
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(Lbs.)

Tubular Construction
22 Watts/Sq. In.

Open Coil Construction
25 Watts/Sq. In.

Heater Listings - 1200° F at 1600 SFPM Minimum Airflow
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HX-164N-101-101U
HX-164N-102-101U
HX-164N-103-101U
HX-164N-104-101U
HX-164N-105-101U
HX-164N-106-101U
HX-164N-107-101U
HX-164N-108-101U
HX-164N-109-101U
HX-164N-110-101U
HX-164N-111-101U
HX-164N-112-101U
HX-164N-113-101U
HX-164N-114-101U

-
HX-165N-802-101U
HX-165N-803-101U
HX-165N-804-101U
HX-165N-805-101U
HX-165N-806-101U
HX-165N-807-101U

-
HX-165N-809-101U
HX-165N-810-101U
HX-165N-811-101U
HX-165N-812-101U
HX-165N-813-101U
HX-165N-814-101U
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Open Coil

4” INSULATION

H

W

C

6”

Heater Depth C
No. of Spaces R

Mtg. Hole Centers K
Heater Height H
No. of Spaces P

Mtg. Hole Centers Q

 9.5” 14” 18.38”        
 2 3 4          
 3.5” 3.88” 3.88”        
 4” 6” 8” 10” 12” 14” 16” 18” 20” 22” 24” 26” 28” 30” 32” 34” 36” 38” 40” 42”
 1 1 2 3 3 3 3 3 3 3 3 5 5 5 5 7 7 7 7 7
 2.5” 3.5” 3” 2.75” 3.25” 3.75” 4.25” 4.75” 5.25” 5.75” 5.75” 4.5” 5.25” 4.88” 4.88” 4.38” 4.88” 4.88” 5.38” 5.25”

K

Q

K

C+2”

H+2”

P x Q
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1200° F Maximum Outlet Air Temperature
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Dimensions
(Inches)

Weight
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No. Of
Circuits

No. Of
Circuits

No. Of
Elements

Catalog
Number

Catalog
NumberCHW

KW
Weight
(Lbs.)

Tubular Construction
22 Watts/Sq. In.

Open Coil Construction
25 Watts/Sq. In.

Heater Listings - 1200° F at 1600 SFPM Minimum Airflow

20-3/8
56

20-3/8
44
35

20-3/8
56

20-3/8
35
44
56

20-3/8
56
35
44

20-3/8
56
35

20-3/8
44
56
35

20-3/8
56
44
35

20-3/8
56
35
44
56
56
35
44
56
56
35
56
44
35
56
35

18
8

20
14
18
22
8

26
22
18
10
26
10
22
22
34
12
22
38
22
14
22
42
14
22
26
42
16
26
22
18
18
34
26
20
22
38
22
34
38
24
42

9.5*
9.5*
9.5
9.5
9.5
9.5
9.5*
9.5
9.5
9.5
9.5
9.5*
9.5*
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5*
9.5
9.5
9.5*
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5
9.5*
9.5
9.5

9.5

35
50
40
55
55
40
50
45
65
65
55
45
55
65
80
55
65
65
60
80
70
65
65
70
80
75
65
75
75
80
85
85
90
90
90

100
100
100
110
100
105
110

85
65
95
80
95

105
75

125
115
105
90

135
100
125
130
160
115
140
180
140
130
150
200
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155
170
210
155
180
170
170
180
210
195
195
205
245
220
240
255
230
275

HX-164N-116-101U
HX-164N-117-101U
HX-164N-118-101U
HX-164N-119-101U
HX-164N-120-101U
HX-164N-121-101U
HX-164N-122-101U
HX-164N-123-101U
HX-164N-124-101U
HX-164N-125-101U
HX-164N-126-101U
HX-164N-127-101U
HX-164N-128-101U
HX-164N-129-101U
HX-164N-130-101U
HX-164N-131-101U
HX-164N-132-101U
HX-164N-133-101U
HX-164N-134-101U
HX-164N-135-101U
HX-164N-136-101U
HX-164N-137-101U
HX-164N-138-101U
HX-164N-139-101U
HX-164N-140-101U
HX-164N-141-101U
HX-164N-142-101U
HX-164N-143-101U
HX-164N-144-101U
HX-164N-145-101U
HX-164N-146-101U
HX-164N-147-101U
HX-164N-148-101U
HX-164N-149-101U
HX-164N-150-101U
HX-164N-151-101U
HX-164N-152-101U
HX-164N-153-101U
HX-164N-154-101U
HX-164N-155-101U
HX-164N-156-101U
HX-164N-157-101U

HX-165N-816-101U
HX-165N-817-101U
HX-165N-818-101U
HX-165N-819-101U
HX-165N-820-101U
HX-165N-821-101U
HX-165N-822-101U
HX-165N-823-101U
HX-165N-824-101U
HX-165N-825-101U
HX-165N-826-101U
HX-165N-827-101U
HX-165N-828-101U
HX-165N-829-101U
HX-165N-830-101U
HX-165N-831-101U
HX-165N-832-101U
HX-165N-833-101U
HX-165N-834-101U
HX-165N-835-101U
HX-165N-836-101U
HX-165N-837-101U
HX-165N-838-101U
HX-165N-839-101U
HX-165N-840-101U
HX-165N-841-101U
HX-165N-842-101U
HX-165N-843-101U
HX-165N-844-101U
HX-165N-845-101U
HX-165N-846-101U
HX-165N-847-101U
HX-165N-848-101U
HX-165N-849-101U
HX-165N-850-101U
HX-165N-851-101U
HX-165N-852-101U
HX-165N-853-101U
HX-165N-854-101U
HX-165N-855-101U
HX-165N-856-101U
HX-165N-857-101U
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Heaters are rated at 480 volts, 3 phase.
* On this item the C dimension is 14 inches for open coil.
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1200° F Maximum Outlet Air Temperature
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Dimensions
(Inches)

Weight
(Lbs.)

No. Of
Circuits

No. Of
Circuits

No. Of
Elements
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Number

Catalog
NumberCHW

KW
Weight
(Lbs.)

Tubular Construction
22 Watts/Sq. In.

Open Coil Construction
25 Watts/Sq. In.

Heater Listings - 1200° F at 1600 SFPM Minimum Airflow

56
56
35
44
56
35
44
56
35
56
44
35
56
35
44
56
56
35
44
56
35
44
56
35
56
44
35
56
35
44
56
35
44
35
44
35
44
44
44
44
44
44

24
26
42
38
28
26
38
30
26
30
42
26
32
26
42
32
34
32
26
36
32
26
38
32
38
26
32
40
38
26
40
38
32
38
32
38
32
32
38
38
38
38

9.5
9.5
9.5
9.5
9.5

18-3/8
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135
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140
155
165
145
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155
160
180
165
160
180
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195
225
225
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255
290
280
270
310
295
285
325
295
315
335
310
345
330
320
335
380
355
350
395
370
365
405
375
385
415
390
450
400
400
465
435
475
450
485
480
480
515
530
545
560

HX-164N-158-101U
HX-164N-159-101U
HX-164N-160-101U
HX-164N-161-101U
HX-164N-162-101U
HX-164N-163-101U
HX-164N-164-101U
HX-164N-165-101U
HX-164N-166-101U
HX-164N-167-101U
HX-164N-168-101U
HX-164N-172-101U
HX-164N-173-101U
HX-164N-174-101U
HX-164N-175-101U
HX-164N-176-101U
HX-164N-177-101U
HX-164N-178-101U
HX-164N-179-101U
HX-164N-180-101U
HX-164N-181-101U
HX-164N-182-101U
HX-164N-183-101U
HX-164N-184-101U
HX-164N-185-101U
HX-164N-186-101U
HX-164N-187-101U
HX-164N-188-101U
HX-164N-189-101U
HX-164N-190-101U
HX-164N-191-101U
HX-164N-192-101U
HX-164N-193-101U
HX-164N-194-101U
HX-164N-195-101U
HX-164N-196-101U
HX-164N-197-101U
HX-164N-198-101U
HX-164N-199-101U
HX-164N-200-101U
HX-164N-201-101U
HX-164N-202-101U

HX-165N-858-101U
HX-165N-859-101U
HX-165N-860-101U
HX-165N-861-101U
HX-165N-862-101U
HX-165N-863-101U
HX-165N-864-101U
HX-165N-865-101U
HX-165N-866-101U
HX-165N-867-101U
HX-165N-868-101U
HX-165N-872-101U
HX-165N-873-101U
HX-165N-874-101U
HX-165N-875-101U
HX-165N-876-101U
HX-165N-877-101U
HX-165N-878-101U
HX-165N-879-101U
HX-165N-880-101U
HX-165N-881-101U
HX-165N-882-101U
HX-165N-883-101U
HX-165N-884-101U
HX-165N-885-101U
HX-165N-886-101U
HX-165N-887-101U
HX-165N-888-101U
HX-165N-889-101U
HX-165N-890-101U
HX-165N-891-101U
HX-165N-892-101U
HX-165N-893-101U
HX-165N-894-101U
HX-165N-895-101U
HX-165N-896-101U
HX-165N-897-101U
HX-165N-898-101U
HX-165N-899-101U
HX-165N-900-101U
HX-165N-901-101U
HX-165N-902-101U
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42
60
54
42
63
54
66
45
60
72
60
48
72
81
63
54
78
66
54
81
72
84
60
72
90
81
60
90
81
63
81
66
84
72
72
78
78
84
84

5
5
8
7
5
6
7
7
6

11
9
5
6
5
8
6
9
7
9
7

11
9
9
8
7
5
8
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9

10
10
9
7
9

11
7
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12
13
13
14
14

5
5
5
5
6
6
6
6
6
6
6
6
6
7
7
7
7
7
7
7
7
7
7
7
7
8
8
8
8
8
8
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Heaters are rated at 480 volts, 3 phase.


