Heater Listings

400° F Maximum Outlet Air Temperature
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Heater Depth C 6" 9.5”
Mtg. Hole Centers K | 2" | 3.5”
Heater Height H 8" | 12" | 16" | 20" | 24" | 30" | 34" | 38" | 42" Mounting Hole Details — Mounting hole patterns depend on
No. of Spaces P 2 3 3 3 3 51 7 707 heater C and H dimensions. Mounting holes are 9/32” diam-
Mtg. Hole Centers Q | 3” [3.75"(4.25"(5.25"|5.75"| 4.88"| 4.38"|4.88"|5.25"|  eter, centered 3/8” from the outside edge of the plate.
Heater Listings - 400° F at 900 SFPM Minimum Airflow
Dimensions Finned Tubular Construction Open Coil Construction
(Inches) 65 Watts/Sq. In. 65 Watts/Sq. In.
KW
W H C Catalog No. Of No. Of Weight Catalog No. Of Weight
Number Elements Circuits (Lbs.) Number Circuits (Lbs.)
45 12 8 6 HX-166N-601-401U 3 1 15 HX-165N-301-401U 1 10
6 16 8 6 HX-166N-602-401U 3 1 15 HX-165N-302-401U 1 10
9 12 12 6 HX-166N-603-401U 6 1 20 HX-165N-303-401U 1 10
9 20 8 6 HX-166N-604-401U 3 1 15 HX-165N-304-401U 1 15
9 24 8 6 HX-166N-605-401U 3 1 15 HX-165N-305-401U 1 15
12 16 12 6 HX-166N-606-401U 6 1 25 HX-165N-306-401U 1 15
13 12 16 6 HX-166N-607-401U 9 1 30 HX-165N-307-401U 1 15
13 30 8 6 HX-166N-608-401U 3 1 20 HX-165N-308-401U 1 15
18 12 20 6 HX-166N-609-401U 12 1 35 HX-165N-309-401U 1 15
18 16 16 6 HX-166N-610-401U 9 1 30 HX-165N-310-401U 1 15
18 20 12 6 HX-166N-611-401U 6 1 25 HX-165N-311-401U 1 15
18 24 12 6 HX-166N-612-401U 6 1 25 HX-165N-312-401U 1 20
18 36 8 6 HX-166N-613-401U 3 1 20 HX-165N-313-401U 1 20
Heaters are rated at 480 volts, 3 phase.
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Heater Listings

400° F Maximum Outlet Air Temperature

Heater Listings - 400° F at 900 SFPM Minimum Airflow
Dimensions Finned Tubular Construction Open Coil Construction
(Inches) 65 Watts/Sq. In. 65 Watts/Sq. In.
KW
W H ¢ Catalog No. Of No. Of Weight Catalog No. Of Weight
Number Elements Circuits (Lbs.) Number Circuits (Lbs.)

2 12 24 6 HX-166N-614-401U 15 1 45 |HX-165N-314-401U 1 15
24 16 20 6 HX-166N-615-401U 12 1 40 |HX-165N-315-401U 1 20
27 12 30 6 HX-166N-616-401U 18 1 55  |HX-165N-316-401U 1 20
27 20 16 6 HX-166N-617-401U 9 1 35 HX-165N-317-401U 1 20
27 24 16 6 HX-166N-618-401U 9 1 35  [HX-165N-318-401U 1 20
27 30 12 6 HX-166N-619-401U 6 1 30 [HX-165N-319-401U 1 20
30 16 24 6 HX-166N-620-401U 15 1 50  [HX-165N-320-401U 1 20
31 12 34 6 HX-166N-621-401U 21 1 60  |HX-165N-321-401U 1 20
36 12 38 6 HX-166N-622-401U 24 1 70 |HX-165N-322-401U 1 25
36 16 30 6 HX-166N-623-401U 18 1 60  [HX-165N-323-401U 1 25
36 20 20 6 HX-166N-624-401U 12 1 45  |HX-165N-324-401U 1 20
36 24 20 6 HX-166N-625-401U 12 1 45 | HX-165N-325-401U 1 25
36 36 12 6 HX-166N-626-401U 6 1 35  [HX-165N-326-401U 1 25
40 12 42 6 HX-166N-627-401U 27 2 75  |HX-165N-327-401U 2 25
40 30 16 6 HX-166N-628-401U 9 2 45 | HX-165N-328-401U 2 25
42 16 34 6 HX-166N-629-401U 21 2 65  |HX-165N-329-401U 2 30
45 12 24 9.5 HX-166N-630-401U 30 2 75 |HX-165N-330-401U 2 25
45 20 24 6 HX-166N-631-401U 15 2 55 |HX-165N-331-401U 2 25
45 24 24 6 HX-166N-632-401U 15 2 55 | HX-165N-332-401U ) 30
48 16 38 6 HX-166N-633-401U 24 2 75 |HX-165N-333-401U 2 30
50 12 30 9.5 HX-166N-634-401U 33 2 90  |HX-165N-334-401U 2 30
54 12 30 9.5 HX-166N-635-401U 36 2 95  |HX-165N-335-401U 2 30
54 16 4 6 HX-166N-636-401U 27 2 85  |HX-165N-336-401U 2 35
54 20 30 6 HX-166N-637-401U 18 2 70 |HX-165N-337-401U 2 30
54 24 30 6 HX-166N-638-401U 18 2 70 |HX-165N-338-401U 2 35
54 30 20 6 HX-166N-639-401U 12 2 55  |HX-165N-339-401U 2 30
54 36 16 6 HX-166N-640-401U 9 2 50  |HX-165N-340-401U 2 30
58 12 34 9.5 HX-166N-641-401U 39 2 100 |HX-165N-341-401U 2 30
60 16 24 9.5 HX-166N-642-401U 30 2 85  |HX-165N-342-401U 2 30
63 12 34 9.5 HX-166N-643-401U 4 2 105  |HX-165N-343-401U 2 30
63 20 34 6 HX-166N-644-401U 21 2 80  |HX-165N-344-401U 2 35
63 24 34 6 HX-166N-645-401U 21 2 80  |HX-165N-345-401U 2 40
66 16 30 9.5 HX-166N-646-401U 33 2 95  |HX-165N-346-401U ) 35
67 12 38 95 | HX-166N-647-401U 45 2 115 | HX-165N-347-401U 2 35
67 30 24 6 HX-166N-648-401U 15 3 70 |HX-165N-348-401U ) 35
72 12 38 9.5 HX-166N-649-401U 48 2 120 |HX-165N-349-401U 2 35
72 16 30 9.5 HX-166N-650-401U 36 2 105 [HX-165N-350-401U 2 35
72 20 38 6 HX-166N-651-401U 24 2 90  [HX-165N-351-401U 2 35
72 24 38 6 HX-166N-652-401U 24 2 90  |HX-165N-352-401U ) 40
72 36 20 6 HX-166N-653-401U 12 2 65 | HX-165N-353-401U 2 35

Heaters are rated at 480 volts, 3 phase.
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Heater Listings

400° F Maximum Outlet Air Temperature

Heater Listings - 400° F at 900 SFPM Minimum Airflow
Dimensions Finned Tubular Construction Open Coil Construction
(Inches) 65 Watts/Sq. In. 65 Watts/Sq. In.
KW
W H ¢ Catalog No. Of No. Of Weight Catalog No. Of Weight
Number Elements Circuits (Lbs.) Number Circuits (Lbs.)
76 12 42 9.5 HX-166N-654-401U 51 3 130 HX-165N-354-401U 2 35
78 16 34 9.5 HX-166N-655-401U 39 3 110 HX-165N-355-401U 2 40
81 12 42 9.5 HX-166N-656-401U 54 3 135 HX-165N-356-401U 3 35
81 20 42 6 HX-166N-657-401U 27 3 100 HX-165N-357-401U 3 40
81 24 42 6 HX-166N-658-401U 27 3 100 HX-165N-358-401U 3 45
81 30 30 6 HX-166N-659-401U 18 3 85 HX-165N-359-401U 3 45
84 16 34 9.5 HX-166N-660-401U 42 3 120 HX-165N-360-401U 3 40
90 16 38 9.5 HX-166N-661-401U 45 3 130 HX-165N-361-401U 3 45
90 20 24 9.5 HX-166N-662-401U 30 3 100 HX-165N-362-401U 3 35
90 24 24 9.5 HX-166N-663-401U 30 3 100 HX-165N-363-401U 3 45
90 36 24 6 HX-166N-664-401U 15 3 80 HX-165N-364-401U 3 40
95 30 34 6 HX-166N-665-401U 21 4 95 HX-165N-365-401U 3 45
95 16 38 9.5 HX-166N-666-401U 48 3 135 HX-165N-366-401U 3 45
100 20 30 9.5 HX-166N-667-401U 33 3 115 HX-165N-367-401U 3 45
100 24 30 9.5 HX-166N-668-401U 33 3 115 HX-165N-368-401U 3 50
102 16 42 9.5 HX-166N-669-401U 51 3 145 HX-165N-369-401U 3 45
108 16 42 9.5 HX-166N-670-401U 54 3 150 HX-165N-370-401U 3 45
108 20 30 9.5 HX-166N-671-401U 36 3 120 HX-165N-371-401U 3 45
108 24 30 9.5 HX-166N-672-401U 36 3 120 HX-165N-372-401U 3 50
108 30 38 6 HX-166N-673-401U 24 4 110 HX-165N-373-401U 3 50
108 36 30 6 HX-166N-674-401U 18 3 100 HX-165N-374-401U 3 50
117 20 34 9.5 HX-166N-675-401U 39 4 135 HX-165N-375-401U 3 50
117 24 34 9.5 HX-166N-676-401U 39 4 135 HX-165N-376-401U 4 55
122 30 42 6 HX-166N-677-401U 27 5 120 HX-165N-377-401U 4 55
126 20 34 9.5 HX-166N-678-401U 42 4 140 HX-165N-378-401U 4 50
126 24 34 9.5 HX-166N-679-401U 42 4 140 HX-165N-379-401U 4 55
126 36 34 6 HX-166N-680-401U 21 4 115 HX-165N-380-401U 4 55
135 20 38 9.5 HX-166N-681-401U 45 4 150 HX-165N-381-401U 4 55
135 20 38 9.5 HX-166N-682-401U 45 4 150 HX-165N-382-401U 4 55
135 24 38 9.5 HX-166N-683-401U 45 4 150 HX-165N-383-401U 4 65
135 30 24 9.5 HX-166N-684-401U 30 4 125 HX-165N-384-401U 4 55
144 20 38 9.5 HX-166N-685-401U 48 4 160 HX-165N-385-401U 4 55
144 24 38 9.5 HX-166N-686-401U 48 4 160 HX-165N-386-401U 4 65
144 36 38 6 HX-166N-687-401U 24 4 130 HX-165N-387-401U 4 60
150 30 30 9.5 HX-166N-688-401U 33 4 140 HX-165N-388-401U 4 65
153 20 42 9.5 HX-166N-689-401U 51 5 170 HX-165N-389-401U 4 60
153 24 42 9.5 HX-166N-690-401U 51 5 170 HX-165N-390-401U 4 70
162 20 42 9.5 HX-166N-691-401U 54 5 180 HX-165N-391-401U 5 60
162 24 42 9.5 HX-166N-692-401U 54 5 180 HX-165N-392-401U 5 70
162 30 30 9.5 HX-166N-693-401U 36 4 150 HX-165N-393-401U 5 65
Heaters are rated at 480 volts, 3 phase.
[HEATREX = 3
L i~ v

www.heatrex.com 800-394-6589



Heater Listings

400° F Maximum Outlet Air Temperature

Heater Listings - 400° F at 900 SFPM Minimum Airflow
Dimensions Finned Tubular Construction Open Coil Construction
(Inches) 65 Watts/Sq. In. 65 Watts/Sq. In.
KW
W H C Catalog No. Of No. Of Weight Catalog No. Of Weight
Number Elements Circuits (Lbs.) Number Circuits (Lbs.)
162 36 42 6 HX-166N-694-401U 27 5 145 HX-165N-394-401U 5 65
175 30 34 9.5 HX-166N-695-401U 39 7 165 HX-165N-395-401U 5 70
180 36 24 9.5 HX-166N-696-401U 30 5 150 HX-165N-396-401U 5 60
189 30 34 9.5 HX-166N-697-401U 42 5 175 HX-165N-397-401U 5 70
198 36 30 9.5 HX-166N-698-401U 33 6 170 HX-165N-398-401U 5 75
202 30 38 9.5 HX-166N-699-401U 45 5 190 HX-165N-399-401U 6 80
216 30 38 9.5 HX-166N-700-401U 48 6 200 HX-165N-400-401U 6 80
216 36 30 9.5 HX-166N-701-401U 36 6 180 HX-165N-401-401U 6 75
230 30 42 9.5 HX-166N-702-401U 51 6 215 HX-165N-402-401U 6 85
234 36 34 9.5 HX-166N-703-401U 39 7 195 HX-165N-403-401U 6 85
243 30 42 9.5 HX-166N-704-401U 54 7 220 HX-165N-404-401U 7 85
252 36 34 9.5 HX-166N-705-401U 42 7 210 HX-165N-405-401U 7 85
270 36 38 9.5 HX-166N-706-401U 45 8 225 HX-165N-406-401U 7 90
288 36 38 9.5 HX-166N-707-401U 48 8 240 HX-165N-407-401U 8 95
306 36 42 9.5 HX-166N-708-401U 51 9 255 HX-165N-408-401U 8 100
324 36 42 9.5 HX-166N-709-401U 54 9 265 HX-165N-409-401U 9 100
Heaters are rated at 480 volts, 3 phase.
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