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Fig 5. Vertical Ceiling Mount with Threaded Rod 

 
Heater Dimensions 

KW 
 

W 
In.  

(mm) 

H 
In. 

(mm) 

Depth 
In. 

(mm) 

A 
In. 

(mm) 

B 
In. 

(mm) 

C 
In. 

(mm) 

D 
In. 

(mm) 

E 
In. 

(mm) 

F 
In. 

(mm) 

G 
In. 

(mm) 

H 
In. 

(mm) 

I 
In. 

(mm) 

J 
In. 

(mm) 
up to 5 

 
12.875 
(327) 

17.750 
(450) 

7.625 
(194) 

8 
(203) 

11.188 
(284) 

18 
(457) 

10 
(254) 

8 
(203) 

16 
(406) 

5 
(127) 

6.44 
(164) 

6.44 
(164) 

5 
(127) 

5.1 to 10 
 

16.875 
(429) 

24.250 
(616) 

7.625 
(194) 

6 
(152) 

9.313 
(237) 

18 
(457) 

10 
(254) 

8  
(203) 

16 
(406) 

5 
(127) 

6.44 
(164) 

6.44 
(164) 

5 
(127) 

10.1 to 20 
 

16.875 
(429) 

24.250 
(616) 

11.375 
(289) 

6 
(152) 

9.313 
(237) 

18 
(457) 

12 
(305) 

12 
(305) 

32 
(813) 

5 
(127) 

10.13 
(257) 

5 
(127) 

10.13 
(257) 

20.1 to 50 
 

26.937 
(684) 

35.500 
(902) 

15.625 
(397) 

9.281 
(236) 

14.937 
(380) 

13 
(330) 

12  
(305) 

16 
(406) 

32 
(813) 

7 
(178) 

12.92 
(328) 

7 
(178) 

12.92 
(328) 

 
 

 


